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ITEM/} £ QUIPMENT DESCRIPTION & MODEL/SUPPLY PLUMBING ELECTRICAL
coD QTY. Water Con. kW | Con. NOTES
DIMENSIONS No. :
E Cold \ Hot ‘ Drain | Gas | AFF Remarks V/ph = (A) | AFFE Remarks
Kitchen Equipment
. True 115/6 1x left hand hinge
1 Under counter Fridge 4 TRU-24-SG-B o1 | 1o 1x right hand hinge
APW Wyott
2 Hot Dog Roller 2 HR(S)-31S 128/6 8.3
BSI Confirm lengths
3 Sneezeguard 6 Brushed SS Finish
X Guard XG3945 C/W hatco Heat Lamp
Hatco . .
4 Heat Lamp 6 GRA-30 120 Confrim Length with Item #3
Hatco
5 Hot Plate 4 GRSBF-36-O 15/01/6 65
6 Back Bar Refrigerator 1 Perlick 120/6 6.3
4 Door, Sliding SDBS108, Unit Left 0/1 ’
7 Ice Chest without Cold Plate 2 Perlick 1/2" Ice chest to have single stainless
c/w Covers TS42iC NPS steel speed rail mounted to front.
8 Stainless Steel 1/3 Condiment 8 Stainless steel inserts to be
Inserts recessed into bar countertop.
To include BIB platform rack, top
shelf to be used as carbonator shelf.
Pump mount above carbonator
9 Coca Cola Syrup System 1 Package 28-2060 shelf, part #28-2068 to be ordered
separately. Plumbing and electrical
requirements to be confirmed by
Coca Cola.
Custom Stainless Equipment
Stainless steel counter to have POS
shelf below countertop surface.
Provide grommet hole for POS wire
connection. 6" high stainless steel
; backsplash and open shelving
S1 Stainless Steel POS Counter 4 below. Align counter height to
adjacent equipment height.
Equipment Supplier to provide shop
drawings for review and approval
prior to fabrication.
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S2

Stainless Steel Hand Sink

C/W commercial grade hot/cold
water faucet, 6" high stainless steel
backsplash, stainless steel tubular
legs with adjustable feet. Plumbing
requirements to be confirmed by
Equipment Supplier. Equipment
Supplier to provide shop drawings
for review and approval prior to
fabrication.

S3

Stainless Steel Counter with Waste
below

Stainless steel counter to have 6"
diameter waste chute integrated with
countertop. C/W 6" high stainless
steel backsplash and open shelf
below to house waste container.
Align counter height to adjacent
equipment height. Equipment
Supplier to provide shop drawings
for review and approval prior to
fabrication.

*END OF SCHEDULE

Note: Please refer to specifications as applicable for the products listed above. This schedule is to be read in conjunction with all other Interior Design Schedules and Drawings.
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